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            Abstract
          
        

        
          본 논문에서는 레이더의 순차 탐색 운용에서 빔 조사 순서가 다표적 탐지 성능에 미치는 영향을 정량적으로 분석하였다. 동일한 탐색 영역과 시간 자원 조건에서 탐색 시작 위치와 진행 방향만을 달리하는 네 가지 탐색 순서를 정의하고, 이를 기반으로 단일 시나리오 및 Monte Carlo 시뮬레이션을 수행하였다. 분석 결과, 단일 시나리오에서는 탐색 순서에 따라 표적별 최초 탐지 지연시간에 차이가 발생함을 확인하였다. 그러나 다양한 표적 배치를 고려한 Monte Carlo 분석에서는 탐색 순서 간 평균 탐지 지연시간 차이가 매우 제한적으로 나타났으며, 성능 순위 또한 반복에 따라 변동하는 경향을 보였다. 또한 탐지 지연시간의 분포 특성 역시 탐색 순서에 관계없이 유사하게 나타나, 순차 탐색 시작 위치의 영향이 평균적으로 상쇄됨을 확인하였다.

        

        
          
            초록
          
        

        
          This study quantitatively analyzed the influence of scan order on multitarget detection performance in sequential radar scanning operations. Four scan orders were defined by varying the starting position and scanning direction under identical search region and time resource conditions, and both a representative scenario and Monte Carlo simulations were conducted. The results from a single scenario showed that the detection delay of individual targets varied depending on the scan order. However, Monte Carlo simulations with randomly distributed targets indicated that the differences in mean detection delay among the scan orders were marginal, and the performance ranking varied across trials. In addition, the distribution of detection delay exhibited similar characteristics regardless of the scan order, suggesting that the effect of scan starting position was averaged out.
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