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            Abstract
          
        

        
          본 연구에서는 다수 레이더가 협동하여 팬스 형태로 운용되는 감시 환경에서, 레이더 손실 상황이 운용 성능에 미치는 영향을 정량적으로 분석하였다. 전체 감시 구간과 리비짓 타임 요구 조건을 유지하는 상황을 가정하고, 레이더 손실 이후 담당 방위 증가에 따른 빔 개수 및 스캔 시간 변화를 모델링하였다. 이를 기반으로 스캔 시간 증가를 보상하기 위한 운용 전략으로 펄스 수 감소, 펄스 반복 간격 감소 및 혼합 전략을 정의하고, 각 전략이 탐지확률 및 최대탐지거리 성능에 미치는 영향을 분석하였다. 분석 결과, 레이더 손실 이후 성능 저하는 레이더 수 감소 자체보다 담당 방위 증가에 따른 시간 자원 제약에서 기인함을 확인하였다. 또한 펄스 수 감소는 탐지확률 저하를, 펄스 반복 간격 감소는 최대탐지거리 감소를 유발하며, 혼합 전략은 두 성능 저하를 완화하는 절충 효과를 나타냄을 확인하였다.

        

        
          
            초록
          
        

        
          This paper presents a quantitative analysis of operational performance degradation in a cooperative fence-based radar surveillance system under radar loss conditions. A scenario was considered in which the total surveillance sectors and required revisit time were maintained while reducing the number of available radars. The increase in assigned sectors per radar was modeled to evaluate the resulting changes in beam count and scan time. Pulse reduction, pulse repetition interval reduction, and mixed strategies were defined and compared to compensate for the increased scan time. The results showed that performance degradation was primarily caused by the increased time resource constraint owing to sector expansion rather than the reduction in the number of radars itself.
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