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            Abstract
          
        

        
          본 논문에서는 레이다 방정식을 기반으로 주요 성능 변수 변화에 따른 탐지거리 민감도 특성을 분석하였다. 탐지거리 변화 특성은 민감도 차수(sensitivity order) 관점에서 n=1/2 차수 계열과 n=±1/4 차수 계열로 구분하여 분석하였다. 또한 선형 변화율 및 dB 기반 조건에서 탐지거리 감소 특성을 비교하고, 기준 탐지거리별 실제 감소 거리 특성을 분석하였다. 분석 결과 안테나 이득과 같은 n=1/2 차수 계열은 n=±1/4 차수 계열 대비 상대적으로 높은 탐지거리 민감도를 나타냈다. 본 연구 결과는 레이다 체계 개발, 시험평가 및 M&S(modeling and simulation) 기반 성능 분석을 위한 정량적 reference 자료로 활용될 수 있을 것으로 판단된다.

        

        
          
            초록
          
        

        
          In this paper, the sensitivity characteristics of radar detection range variations were analyzed based on the radar equation. The detection range variation characteristics were classified into the n=1/2 and n=±1/4 sensitivity-order groups. In addition, detection range reduction characteristics were comparatively analyzed under linear-ratio and dB-based degradation conditions, and actual range reduction characteristics for different reference detection ranges were investigated. The analysis results showed that the n=1/2 sensitivity-order group, such as antenna gain, exhibits relatively higher detection-range sensitivity than the n=±1/4 sensitivity-order group. The proposed results are expected to be utilized as quantitative reference data for radar system development, test and evaluation, and M&S (modeling and simulation)-based performance analysis.
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