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            Abstract
          
        

        
          합성개구소나(SAS: Synthetic Aperture Sonar)는 송수신센서를 이동하면서 동일한 해저면에 다수의 소나핑을 투사하여 여러 위치에서 취득한 소나데이터를 합성하여 센서 어레이의 실질 개구면(Aperture) 크기보다 더욱 확장된 개구면의 효과를 얻어 높은 해상도를 구현하는 기술로써 최근 여러 국가에서 활발히 연구와 개발이 이루어지고 있다. 특히 미 해군은 기존 측면주사소나(Side Scan Sonar)보다 10배 이상 고해상도를 이용하여 기뢰탐색에 SAS기술을 적극 이용하고 있으며 무인잠수정에 활용하고 있다. 본 연구에서는 32ch 음향센서 어레이를 제작하고 송수신 신호처리와 영상처리장치를 개발하고 예인체(Towfish)형 SAS를 개발하여 높은 해상도와 넓은 탐색범위를 확인하였다.

        

        
          
            초록
          
        

        
          Synthetic Aperture Sonar(SAS) projects multiple sonar pings on the same sea floor and combines the data acquired at various locations. This allows high resolution with the effect of acquiring data from aperture array that is larger than the actual size. Recently, research and development has been actively carried out in many countries. In particular, the U.S. Navy is actively utilizing SAS technology for mine detection enabling 10 times higher resolution than the previous Side Scan Sonar and it is used on UUV for mine hunting. In this study, 32ch acoustic sensor array was manufactured, signal processing and image processing devices and towed SAS were developed to identify high resolution and wide navigation range.
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