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            Abstract
          
        

        
          Hose reel station은 해양플랜트의 헬리데크나 선박에 설치되어 소화액과 물이 혼합된 소화 foam을 방출하여 화재 발생 시 화재를 진압하는 용도로 사용된다. In-Line Eductor는 hose reel foam station의 주요 부품으로 물과 소화액을 혼합하는 역할을 수행한다. 물과 소화액의 과 혼합은 방출 후 추가적인 환경오염으로 이어질 수 있으며 혼합액의 방출 거리를 줄이는 등의 문제를 야기할 수 있어 효과적인 화재 진압과 2차 오염 방지를 위해서 물과 소화액의 적절한 혼합비는 매우 중요하다. In-Line Eductor는 hose reel station에 장착되어 물과 소화액을 혼합 후 호스로 전달하는 역할을 한다. 본 논문에서는 In-Line Eductor의 설계 인자를 전산 해석을 통해 검토하여 더 나은 설계를 얻기 위한 기초자료로서 활용할 수 있도록 한다.

        

        
          
            초록
          
        

        
          The hose reel station is installed on the heli-deck of ship or offshore plant to release extinguishing foam mixed with water and extinguishing liquid. In-line eductor is the main part of hose reel foam station, which mixes water and extinguishing liquid. The over-mixing of liquid can lead to additional environmental pollution after release and can cause problems such as reducing the discharging distance of the mixed solution. Therefore, proper mixing ratio of water and extinguishing liquid is very important for effective fire extinguishing and secondary pollution prevention. The In-line eductor is installed in the hose reel station to mix water and extinguishing liquid and deliver it to the hose. In this paper, the design factors of the In-line eductor are reviewed to identify the factors influencing the mixing ratio of water and extinguishing liquid to obtain a better design by computational analysis.
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