
		
			[image: Cover image]
		

	
    
      
        
          	
          	
        

        
          	
        

        
          	
            [ Article ]
          
        

        
          	Journal of the KNST - Vol. 7, No. 3, pp.316-320
        

        
          	ISSN: 2635-4926			
					(Print)
				
        

        
          	Print  publication date  30 Sep 2024

        

        
          	Received  12 Aug 2024
Revised  22 Aug 2024
Accepted  27 Sep 2024

        

        
          	
            NAVYS_2024_v7n3_316

            DOI: 
            https://doi.org/10.31818/JKNST.2024.9.7.3.316
          
        

        
          	
            가시광센서의 노출시간에 따른 효율적인 영상처리 방식 제안
          
        

        
          	
            Sunghyun Park1, * ; Jin-Ho Park2 ; Yeondeok Yoo2 ; Hong-Rak Kim2


          
        

        
          	1Research engineer, PGM RF & IIR Seeker R&D Lab, LIG Nex1

        

        
          	
        

        
          	2Chief research engineer, PGM RF & IIR Seeker R&D Lab, LIG Nex1

        

        
          	
        

        
          	
            A Proposal of Efficient Image Processing Method According to Exposure time of Visible Sensor
          
        

        
          	
            박성현1, * ; 박진호2 ; 유연덕2 ; 김홍락2


          
        

        
          	
        

        
          	1LIG넥스원 PGM 탐색기연구소 선임연구원

        

        
          	
        

        
          	2LIG넥스원 PGM 탐색기연구소 수석연구원

        

        
          	
            Correspondence to: *Sung-Hyun Park PGM Seeker R&D Lab, LIG Nex1 207, Mabuk-ro, Giheung-gu, Yongin-si, Gyeonggi-do, Republic of Korea Tel: +82-31-326-9013 E-mail:  sunghyun.park@lignex1.com
          
        

        
          	
Ⓒ 2024 Korea Society for Naval Science & Technology

        

        
          	
            

            

          
        

      

      
        
          	
          	
        

      

      
        
          
            Abstract
          
        

        
          본 논문에서는 CMOS 센서의 노출시간에 따른 영상변화를 확인하고 그에 맞는 영상처리 방식을 제안하고자 한다. 영상처리는 포착하는 사물 및 주변환경의 영상에 맞는 처리를 하는 것이 중요하다. 영상처리 방식에 따라 edge 부분 등에서 시각적으로 차이를 확인 할 수 있다. 이에 영상처리에 주로 사용되는 linear stretching(LS) 방식과 histogram equalization(HE)에 대해 분석하고 이 두 방식을 섞어 상황에 따른 최적의 비율을 제안하고자 한다.

        

        
          
            초록
          
        

        
          In this paper, we would like to confirm the image change according to the exposure time of the CMOS sensor and propose an image processing method accordingly. Therefore, it is important to perform image processing appropriate to the image of the objects and the environment. We can find the difference about the edge part depending on the image processing method. So we analyze the Linear Stretching(LS) and Histogram Equalization(HE),which are mainly used for image processing. Furthermore, I will propose the appropriate linear stretching(LS) and histogram equalization(HE) ratios according to the situation.
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