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            Abstract
          
        

        
          적외선 카메라에서 출력되는 영상 신호는 여러 원인에 의해 불균일한 특성을 가지며, 불균일보정을 통해 영상의 품질을 향상시킬 수 있다. 가장 일반적으로 사용되는 기법으로 2점 보정법은 균일한 두 온도원을 이용해 검출기 각 소자의 불균일한 특성을 보상해주는 방법으로 offset 변화에 매우 민감하다. 만약 냉각형 적외선 검출기를 적용한 카메라의 초점면 배열 온도가 변화하면 검출기 내부에서 발생하는 암전류의 크기 변화를 야기시키며 이는 각 픽셀의 offset 변화를 유발해 적외선 영상의 균일도를 저하시킨다. 본 논문에서는 초점면 배열 온도 변화에도 영상의 균일도를 유지하는 불균일보정기법을 제안하였고 실제 카메라에 탑재하여 실험을 통해 성능을 검증하였다.

        

        
          
            초록
          
        

        
          Infrared camera output signals exhibit non-uniform characteristics due to various factors, and image quality can be enhanced through non-uniformity correction. The most popular method is the two-point correction method, which compensates for non-uniformity detector element properties by using two uniform temperature sources. However, this method is highly sensitive to offset variations. In cooled infrared detector cameras, fluctuations in the focal plane array(FPA) temperature alter the magnitude of the dark current generated within the detector, leading to offset changes in each pixel and consequently degrading image uniformity. In this paper, we propose a non-uniformity correction method that maintains image uniformity even under FPA temperature fluctuations. The proposed method was implemented in an actual camera system, and its performance was experimentally verified.
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